
Running in circles with 
high performance 

400 coffee capsules per minute and a footprint of 
less than 5 square meters speak for themselves: 
explore the advantages of our FS 190 HS, the high-
performance version of our tried and tested FS 
190 rotary indexing machine. With up to 100 rotary 
cycles per minute, the FS 190 HS is way ahead of the 
competition.

FS 190 HS



+ Fastest rotary indexing machine
+ Up to 100 cycles/min
+ Up to 400 capsules/min
+ Footprint of less than 5 m²
+ Ergonomically optimized and easy to operate

Is your business growing but you cannot expand your production area? Taking up no more space than 
its smaller sibling the FS 190, the HS model offers more than 1.5 times its production rate – without 
compromising on quality or accessibility. With the FS 190 HS, you can produce up to 400 tea or coffee 
capsules per minute. It handles all popular capsule formats made from plastic, aluminum, or compostable 
materials, including Nespresso-compatibles. The well-designed compact machine is shipped to you ready 
to run. The control system, electrical cabinet, and safety guards are fully integrated into the machine 
frame. Simply connect the unit to the power supply and start production. Given its small footprint, finding 
space for the FS 190 HS is never a problem.

Despite its compact size, the machine has all key functions on board, including low-waste foil punching 
and one-stroke sealing technology for excellent sealing quality. We also offer cartoning and palletizing 
units catering to all your downstream processing needs. Please contact us with your requirements and we 
will provide you with a proposal for a complete production line consisting of modules from the Rychiger 
Group or from carefully chosen third-party suppliers – customized to meet your needs.

FS 190 HS

Details

Higher capsule storage
Greater autonomy thanks to  
additional capsule storage.

Safe stacking
Whether aluminum or plastic, every 
type of capsule is safely stacked and 
separated.

Reduced foil waste
Optimum utilization of the cover 
band due to diagonally optimized 
band entry angle.



Process illustration example
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Technical data FS 190 HS The technical data might vary, depending on the 
container dimensions and shapes, the filling goods, 
the machine configuration and material specifications.
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Destacker

Dosing station

Checkweigher

Compacting

Rim cleaning

Punching and sealing station

Capsule exit

Rejects ejector

Exit conveyor

Outer unit diameter  Unit height Number of lanes Cycles/min Output/min Output/h
    

35 - 55 mm 45 mm  4 100 400 24‘000
     

Size (wxh) Weight Connected load         Rated Power       Compressed air 

2,1 x 2,1 m 2‘100 kg 3 x 400 VAC + N + PE / 50 Hz          7 - 14 kW       p≥ 6 bar
         15 Nl/min 


